MTI Group deals in:

**Electroplating Chemicals:**
- Nickel Sulphate
- Copper Sulphate
- Nickel Chloride
- Chromic Acid
- Nickel Sulphamate
- Cobalt Sulphamate
- Nickel Bromide

**Electroplating Metals:**
- Nickel of Vale (Inco)
- Nickel of Sumitomo (Japan)
- Phos-Copper Anode Balls
- Oxygen Free Anode Balls
- Tin Anode Balls
- Zinc Ingots

**Powder Coating Raw Materials:**
- Polyester Resin
- Epoxy Resin

**Other Chemicals:**
- Trichloroethylene
- Sodium Lingo Sulphonate (SLS)

**Non-ferrous Metals**
- Brass Strips & Coils
- Copper Strips & Coils
- Phos Bronze Sheet & Strips
- EDM Brass Wire
- Flat Wire
- Tin Ingots
- Lead Ingots
- Silicon Metal
Copper Anodes for Electroplating

Phos Copper Anodes
Copper - 99.94%
Phos - 450-600ppm

Oxygen Free Copper Anodes
Copper - 99.99%
Oxygen - 6ppm

Sizes
27mm, 40mm & Others

Packing
20kg Corrugated Box.

Shape
Balls & Nuggets
Nickel Salts for Electroplating

Nickel Chloride (NiCl₂)
High Purity Ni-24%
Monoclinic Crystals
Granular Shape
High Deliquescence
Zero Silver Sulphate & Nitrate

Packaging:
Cardboard Box, 20kg/box (5kg/bag*4)

Nickel Sulphate (NiSO₄)
High Purity Ni-22%
Blue Clear Crystals
Suitable for Electroless & Electrolytic Plating
Fe less than 0.0001%

Packaging:
20kg/Bag, 3ply Bag & 1 Polyethylene plastic
Vale Plating Chips, S. Pellets, S. Rounds & P. Pellets

Sizes: 1x1, 4x4, 4x12, 4x24 & as per requirement

(Ni-99.95% min.)
Chromic Acid Flakes

CrO₃ Purity – 99.8%
Sulphate – 0.04%
Application: Decorative and Hard Chrome Plating
Packaging: 25kg/50kg drum

CrO₃ Solid Dark Red Flakes

Copper Sulphate For Electroplating

High Purity Grade
Copper Purity – 25% min.
Insoluble Matter – 0.05% max.
Packing: 20kg Bag.

CuSO₄ Blue Clear Crystals
Brass Strips & Coils
Alloy: CuZn(60/40, 63/37, 64/36, 70/30, 90/10)
Thickness: 0.04mm–2.00mm
Width: 9.00mm–356mm

Copper Strips & Coils
Type: DHP/TBC/ETP
Thickness: 0.04mm–2.00mm
Width: 9.00mm–381mm

Phos Bronze Sheet & Strips
Alloy: CuSn4(PB I), CuSn5(PB II), CuSn6(PB III)
Thickness: 0.10mm–2.00mm
Width: 9.00mm–356mm

EDM Brass Wire
(Electric Discharge Machining Wire)
Type: Plain Brass Wire & Zinc Coated Wire
Dia Size: 0.10–0.30mm
Hardness: Soft, Half Hard, Hard

Flat Wire
Alloy: Brass, Phosphor Bronze, Nickel Silver
Thickness: 0.50mm – 2.00mm
Width: 3.00mm – 12mm
Our Branches & International Network

Metal Traders (India) Pvt. Ltd.
Importer and Distributors of Non-Ferrous Metals and Chemicals

- 685, Chowk Bara Tooti, Sadar Bazar, Delhi -110006
- +91-11-23683271-76
- sales.mtindia@gmail.com
- www.metaltradersindia.com

BRANCHES: • Faridabad (Haryana) • Bhiwadi (Rajasthan) • Ludhiana (Punjab) • Bhiwandi (Maharashtra) • Ahmedabad (Gujarat)